
STAINLESS STEEL THREADED TERMINAL

DRILL HOLE THROUGH PIPE

FOR QUICK-CONNECT® INSET.
CONFIRM DRILL DIAMETER WITH MANUFACTURER.

NOTE: OFFSET DRILL HOLES MIN.1/2"

1-7/8" O.D. x 1-1/2" I.D. MIN. EXTRA STRONG STEEL

PIPE OR OTHER TYPE AND SIZE RECOMMENDED

BY MANUFACTURER OR ENGINEER.

DRILL HOLE THROUGH PIPE

FOR THREADED TERMINAL.

CONFIRM DRILL DIAMETER WITH MANUFACTURER.

END FITTINGS:

END CAP, COLORED POLYETHYLENE (STANDARD)

OR ST. STL. (OPTIONAL)

ST. STL. SNUG-GRIP®  WASHER-NUT (COVERED)
3/4" O.D. NYLON FLAT WASHER

END FITTINGS:

END CAP, COLORED POLYETHYLENE (STANDARD)

OR ST. STL. (OPTIONAL)

3/4" O.D. NYLON FLAT WASHER

STAINLESS STEEL

QUICK-CONNECT® INSET

NOTE: DETAIL IS TYPICAL FOR 1/8", 3/16" AND 1/4" DIAMETER CABLERAIL KITS.

CABLES TERMINATING

CORNERS: SINGLE STEEL PIPE POST WITH

C CABLEL

DECK BELOW

C CABLEL
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COMBO TERMINATION IN SINGLE CORNER STEEL TUBE POST
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