END POST: SECURELY ATTACH TO TOP RAIL AND DECK

STRUCTURE. USE POST TYPE AND MINIMUM SIZE
RECOMMENDED BY MANUFACTURER OR ENGINEER.

KEEP 3" TO 4" CLEARANCE BETWEEN POST AND WALL

TO ALLOW ACCESS FOR CABLE FITTINGS.

DOUBLE CORNER POSTS: USE POST TYPE AND

MINIMUM SIZE RECOMMENDED BY MANUFACTURER OR

ENGINEER.

SECURELY ATTACH TO DECK STRUCTURE AND TOP
RAIL. RUN CABLES CONTINUOUSLY AROUND CORNER.

HEIGHT 42" OR PER LOCAL CODE.

TOP RAIL: SECURELY FASTEN TO ALL POSTS. MINIMUM

TR
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3'-0" MAX.

3'-0" MAX. POST SPACING TO
MINIMIZE CABLE DEFLECTION.

3" MAX. CABLE SPACING

INTERMEDIATE POSTS:
SIZE ALL INTERMEDIATE POSTS AS REQUIRED

—
x

FOR TOP RAIL SUPPORT STRENGTH OR FOR

CODE.

CableRail Reference Drawing:

CABLERAIL IN STEEL FRAMES WITH DOUBLE CORNER POSTS
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